
NOTICE OF STAKING

NOTICEOF STAKING 6 Lease Number
UTML-42215

1 OilWell Gas Well X Other 7 If Indian,Allo#e
or Tribe

NA
2 Name of Operator 8 UnitAgreement Name

Lone Mountain Prod., Co. Hanging Rock
3 Name of Specific Contact Person 9 Farm of Lease Name

William A. Ryan NA
4 Address &Phone No. ofOperator orAgent 10 WellNo.

350 S. 800 E. Vernal UT84078 436-789-0968 H.R. State S 24-2
5 Surface Locationof Well 11 Field Or Wildcat Name

SE1/4, SW1/4
Attach: a) Sketch showing road entry onto pad, pad dimensions, and 12 Sec., T., R., M.,or

reserve pit BIk.And Survey or Area
b) topographicalor other acceptable mapshowing location,
access road, and lease boundaries. Sec. 2, T128, R23E

15 Formation Objective(s) 16 Estimated Well Depth
13 County 14

Wasatch IMesaverd 6,000'
Uintah Utah

17 Additional Information (as appropriate; shall include surface owner's name, address and.
ifknown,telephonenumber)

The surface owner is the State of Utah

AII access roads and right of ways will be on lease

Please see the attached map for additional details

18 Signed William A. Ryan Title Agent Date May 13 1998

note: Upon receipt ifNotice,the Bureau ofLand Management)BLM)willschedule
the date of theonsitepredrillinspection and notifyyou accordingly.The
location must be staked andaccess road must be flagged priorto the onsite.

Operatorsmustconsider the followingpriorto the onsite

MAY2 1 1998a) H28 Potential
b) CulturalResources ( Archeology)
c) Federal Rightof Way orSpecial Use



Fotpl OGC-3 SUBMITINTRIPLICATE*

4-4 STATEOF UTAH
DEPARTMENT OF NATURALRESOURCES 5. LEASEDEStGNATIONANDSERIALNO.

DivisloN OFOIL,GAS, ANDMINING UT ML-42215
APPLICATIONFOR PERMITTO DRILL,DEEPEN, OR PLUG BACK6.IFINDIAN,ALLOTTEEORTRIBENAME

la TYPEOF WORK

DRILL ( DEEPEN PLUG BACK 7. UNITAGREEMENTNAME
BTYPEOF WELL Hanging Rock

Oil Gas Single Multiple 8. FARMOR LEASENAME
weil wellX OTHER Zone Zone

2. Nameof Operator 9. WELL NO.

Lone untain Prod., Co. H.R. State S 24-2
3. Address of Operator 10. FIELD OR LEASENAME

P.O. Box, 3 , BIIIIngs, MT59103 406-245-5077
4. Location of Well (Report location clea d in acconlancewith any State requirement) 11. Sec., T,, R., M.,OR BLK

At sunac. 1904' , 680' FSL SEISW ANDSURVEYOR AREA

Atproposed prod. Zone
0 x Sec. 2, T12S, R23E

14. DISTANCE INMILESAkb DIRECTIONF EARESTTOWNOR POST OFFICE* 12. COUNTYOR PARISH 13. STATE

Uintah Utah
15. Distance tromþroposed location to nearest 16. NU. UF ACHEWIN L 1/. NU. OF AUMt:S AUBlüNEU
Property or lease line it. TO THIS WELL

soto nomest drig.Unune, ifany) 60' 6 34 40
16. DISTANCËFROM PROPOSEDLOCATION* 19. PkOPOSED FH 20. ROTARŸOR CÁBLE TOOLS
TO NEARESTWELL, DRILLINGCOMPLETED.
ORAPPUEDFOR,ONTHISLEASE,Fr. 28 00' Rotary
21. ELEVATION(SHOW WHETHER DF.RT,GR,etc.) 22. APPROX.DATEWORKWILLSTART

6063' ( Sept. 1, 1998
23

PROPOSED ANDCEMENTPROGRAM
SIZE OF HOLE SIZEOF CASING WEIGHT PER SETTING DEPTH QUANTriY OF CEMENT

1Èil4 9 SIS 36 300 To Surface
7 7I8 4 1/2 11.6 T.D. Cement top to cover

the oil shale

Operator reques permission to drill th subject well.
Please see the ched 10 Point and 13 int Surface Use Plane.

Ifyou requi additional information please co tact:

ECEIIVEWilliam yan
350 S. 00 E.
Ver I, Utah
43 -789-0968

D .0F0lL, GAS&MINING
INABOVESPACEDESCRIBEPROPOSEDPROGRAM:Ifproposed in todeepen or plugback, givedata on proposed productivezone and new
productivezone. Ifproposal is todrillor deepen directional,give pertinentdata on subsurface locationand measure and true verticaldepths.
blowout preventerprogram,if any

24

SIGNATURE William Ryan TITLE AgOnt DATE June 4, 1998
( I nis space lor reaeral or etate Umce use;

PERMIT NO. APPROVAL DATE

APPROVEDBY TITLE DATE \
CONDITIONSOF APPROVAL,IFANY:

*See Instructions on Reverse Side p4
Title 18 U.S. C. Section 1001, makes ita crimefor any person knowinglyand willfullyto make toany departmentor agency ofthe
United States any false, fictitious oritaudulent statements or representationsas to any matterwithinits



Ti2S, R23E, S. L.B. &M. LONE MOUNTAIN PRODUÒTION
Well location, HANGING ROCK STATE S //24--2 ·

Iocated as shown in the SE 1/4 SW 1/4
ts22 of Section 2, T12S, R23E, S.L.B.&M. Uintoh

TiiS NB951'10"W 2645.16' (Meas.) n
NB9°51'01"W 2643.04' (Meas.) scoss cop County Utah.

Ti2S is22 eros, ca, is22 aros, cap
1.2'H/gh j 1.5'High, Cedar BASIS OF ELEVATION

Post, Stones

BENCH MARK 87 EAM LOCATED IN THE SW 1/4 OF
LOT 4 LOT J LOT 2 LOT I SECTION 1, T12S, R23E, S.L.B.&M, TAKEN FROM THE

ARCHY BENCH SE, QUADRANGLE,UTAH, UINTAH
COUNTY, 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENT
OF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 5887 FEET.

1922 Brass Cop1922 Brass Cap P//e Of Stones -1.o' sigh, Frie o -

^o

Of Stones

SCALE

CERTIFICATE
---- THIS IS TO CERTIFY THAT THE ABOVEPLAT W

FIELD NOTES OF ACTUAL SURVEYS MADEB
SUPERVISIONAND THAT THE SAME ARE RRECT

u.! BEST OF MY KNOWLEDGEAND BELIEF. .'HANGINGROCK STATE S /24-2
-

Dev. Ungraded Ground = 606 J
REGISTERE SURVg .

De 1922 Brass Cap REGISTRATI NO.'•161319

| 2.5' High, Pile STATE OF •. .

or stones Tg gg
Brass cop NB9°46'19"W 2677.06' (Meas.) S89'58'W - 40.07 (G.L.O.) UINTAH ENGINEERING & LAND G

BS SOUTH 200 EAST - VE'RNAL, UTAH 84078
(435) 789-1017

LEGEND* SCALE DATE SURVEYED: DATE DRAWN:
LATlTUDE =

39°47'50" 1" = 1ooo' 05-28-98 06-01-98
=

90° SYMBOL
O LONGITUDE = 109 18'45 PARTY REFERENCES

= PROPOSED WELL HEAD- K.K. J.B. D.COX G.L.O. PLATA = SECTION CORNERS LOCATED. WEATHER FILE
WARM LONE MOUNTAIN
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Ten Point Plan

Lone Mountain Production Company

H.R. State S 24-2

SurfaceLocation SE 1/4, SW 1/4, Section2, T. 12 S., R. 23 E.

1. Surface Formation:

Green River

2. Estimated Formation Tops and Datum:

Formation Depth Datum
Green River Surface +6,063' G.L.
Oil Shale 663 +5,400
Wasatch 2,763 +3,300
Mesaverda formation 4,388 +1,675
T.D. 5,000 +1,063

3. Producing Formation Depth:

Formation objective includes the Wasatch and its sub-members.

Off Set Well Information:

Off set well: None

4. Proposed Casing:

Hole Casing Grade Setting Casing
Size Size Weight/Ft. & Tread Death New/Used
11 8 5/8 24 J-55/STC 300 New
7 7/8 4 1/2 11.6 J-55/LTC T.D.
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B) Pad width 155 ft.
C) Pit depth 10 ft. 10. Plans for restoration of the surface
D) Pit length 180 ft.
E) Pit width 50 ft. Prior to construction of the location, the
F) Max cut 18.1 ft. top 6 inches of soil material will be
G) Max fill 10.2 ft. stripped off the location and the pit area.
H) Total cut yds. 18,850 cu. yds. The topsoilremoved and piled will
I) Pit location east side amount to approximately 1,000 cubic
J) Top soil location north & yards of material. Topsoil will be

south end stockpiled in one distinct pile.
K) Access road location Placement of the topsoilis noted on the

north end attached location plat. The topsoil pile
L) Flare pit corner B from the location will be seeded as

soon as the soil is stock piled with the
Please see the attached location diagram seed mix listed. When all drilling and
for additional details. completion activities have been

completed and the pit back-filled the
All pits will be fenced according to the topsoil from the pit area will be spread
following minimum standards: on the pit area. The pit area will be

seeded when the soil has been spread.
A) Thirty nine inch net wire shall be The unused portion of the location (the

used with at least one strand of wire area outside the dead men.)will be
on top of the net wire. Barbed wire recontoured
is not necessary if pipe or some type
of reinforcement rod is attached to The dirt contractor will be provided with
the top of the entire fence. an approved copy of the surface use plan

prior to construction activities.
B) The net wire shall be no more than 2

inches above the ground. The Changes to the drainage during the
barbed wire shall be 3 inches above construction activities shall be restored
the net wire. Total height of the to its original line of flow or as near as
fence shall be at least 42 inches. possible when the pit is back-filled

C) Corner posts shall be cemented All disturbed areas will be recontoured
and/or bracedin such a manner to to the approximate natural contours.
keep the fencetight at all times. Prior to back filling the pit the fences

around the reserve pit will be removed.
D) Standard steel, wood or pipe posts

shall be used between the corner The reserve pit will be reclaimed within
braces. Maximum distance between 90 days of well completion. If the
any twoposts shall be no greater reserve pit has not dried sufficiently to
than 16 ft. allow back filling, an extension on the

timerequirement forback filling the pit
E) All wire shall be stretched by using a will be requested. Oncereclamation

stretching device before it is attached activities have begun,they shall be
to the corner posts. completed within 30



LONE MOUNTAIN PRODUCTION
LOCATION LAYOUT FOR

Prevailing Winds HANGING ROCK STATE S #24-2
SECTION 2, T12S, R23E, S.L.B.&M.

660° FSL 1904' FWL

SCALE: 1" = 50' C-28.4' C-16.8' C-1.4
DATE: 6-2-98 B. 89.9' Top E/. 62.9

Drawn By· D.COX

Sta. J+2S
FLARE P/T

Approx.pe

TATE
Approx
Toè of
Fill Slope

D. 78.8' B. 68.0'C-2Z J C-6.5
PIPE RACKS

(btm. pid

- B I I

o C-1.
- - - DOG HOUSE

35 120' Sto. 1-/-50

-10.2'

. 51. J'

PUMP

Exisiting Drainage-I MUD SHED TOILET Re-Route As
Needed

HOPPER

POWER

TOOLS ÑOund Corners
As Needed

FUEL

- -- STORAGE .

/ 79 SH
- TANK

sto. o+10
(htm. pit) Sta. 0+00

F-1.8 E-18.6'
B. 59.7· B. 42.9

B. 67.5' Proposed Access
Road

Dev. Ungraded Ground at Location Stoke = 6062.7'
Bev. Graded Ground at Location Stake = 6061.5' UINTAH ENGINEERING & LAND SURVEYING

85 So. 200 East * Vernal, lifah 84078 * (435)



.
WONE MOUNTAINPRODUCTIO

O" x-section TYPICAL CROSS SECTIONSFOR
II Scale

-_ HANGING ROCK STATE S #24-2
1" = So' SECTION 2, T12S, R23E, S.L.B.&M.' \ tittlig

DATE: 6-2-98 660' FSL 1904' FWL SUR
Drawn By D.COX ...•••.

40' 120' .
-

50' 35' 120'

LOCAT/ON STAKE
Preconstruction
Grade

cur I SM 1+50

50' 35' 120'10-

Finished Grade

S/op e= 1 1/2: 1
(7)p. except pit)

'I ii cur s oo

95' 120

SM. 0+00

APPROXIMATEYARDAGES
EXCESS MATERIAL AFTER
5% COMPACTION = 10,190 Cu. Yds.(6") Topsoil Stripping = 1,100 Cu. Yds.
Topsoil & Pit Backfill = 2,360 Cu. Yds.

Remaining Location = 17750 Cu. Yds. (1/2 Pit Vol.)

EXCESS UNBALANCE = 7,830 Cu. Yds.
TOTAL CUT = 18,850 CU.YDS. (After Rehobilitation)

FILL = 8,2]O CU.YDS. UINTAH ENGINEERING LAND SURVEYING
85 So. 200 East * Vernal, Utah 84078 * (435)
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PR POSED LOCATION:
IL4 I R CK STATE S #24 2

R R
23 24

LEGEND: LONE MOUNTAIN PRODUCTION
PROPOSED LOCATION N IIANGING ROCK STATE S #24-2

SECTION 2, T125, R23E, S.L.B.&M.
660' FSL [904' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I C g 2 gg
85 South 200 East VerunI, Utah 84078 M A P DAY YEAR(435) 789-1017 * FAX (435) 789-1813

SCALE:1:100,000 RAWNBY:D.COX.





WORKSHEET
AFPLICATION FOR PERMIT TO DRIL

APD RECEIVED: 06/11/1998 API NO. ASSIGNED: 43-047-32870

WELL MAME: HR STATE S 24-2

OPERATOR: DOMINION EXPL & PROD ( N1095 )
CONTACT: DIANN FLOWERS PHONE NUMBER: 281-873-3692

PROPOSED LOCATION:
INSPECT LOCATN BY: / /

SESW 02 1205 230E
SUREACE: 1317-FSL 1775-FWL Tech Review Initials Date

BOTTOM: 1317-FSL 1775-FWL
Engineering 30/OUINTAE

UNDESIGNATED ( 2 ) Geology

LEASE TYPE: 3 - State Surface

LEASE NUMBER: ML-42215

SURFACE OWNER: 3 - State

PROPOSED FORMATION: WSTC

RECEIV D AND/OR REVIEWED: LOCATION AND SITING: 3-gg

V ¿Élat R649-2-3. Unit HANG NG-RGEE

vi Bond: Fed[] Ind[] Sta[3] Fee[] R649-3-2. General
(No. 76363050361 ) ting:460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) V R649-3-3. Exception
,611 Shale (Y/N) *190-5 (B) or 190-3

./ Drilling UnitV Water Permit
(No. 43-10447 ) Board cause No:

RDCC Review (Y/N) Eff Date:

(Date: )
Siting:

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:



OPERATOR: DOMINIONE&P INC(N1095)

SEC. 2, T12S, R23E

FIELD:UNDESIGNATED(002)

. . COUNTY:UINTAH SPACING: R649-3-3/EX LOCUtah OilGas and Mining

i

T11S R23E

I
I

i

35
36

HANGFNG ROCK FEDH 3515

I

T12S R23E
HANGINGROCKFED I 1-4

HRSTATES222
LSTATES42-2

HANGINGROCK UNIT -

HANGINGROCKI 11 HR STATES24-2

HANGINGROCKFED I 1-14
HRSTATES44-2

HANGINGROCKFEDI 1-16

HANGINGROCKFED I 12-4

i HANGINGROCKI 12-2 i

GINGROCK111-8

HANGINGROCK I 11·B

OILSPRINGS 2

FIELD -
MGINGROCKil29

HANGING ROCKI 12-12

HANGINGROCKI 10-13

I

PREPARED BY: LCORDOVA
DATE:
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H-3180-1 UNITIZATION (EXPLORATORY)

FORMAT FOR A DESIGNATIONOF AGENT

(SUBMIT IN TRIPLICATE)

The undersigned is,on the records of the Bureau of Land Management, Unit
Operator under the Hanging Rock Unit Agreement, Uintah County,Utah No.
UTU73518X approved and effective on November 21, 1994
and herebydesignates:

Lone Mountain Production company
PO Box 3394
Billings,Montana 59103

as its agent, with fullauthority to act on its behalfin complying with the terms of the unit
agreement and regulations applicable thereto and on whom the Authorized Officer or his
representative may serve written or oral instructionsin securing compliance with the oil and
gas operating regulations with respect to drilling,testing, and completing Unit WellNo.
UTML-42215 in the SE ¼ SW ¼ , Sec.2 T12S R23E (Statewide,Nationwide, Lessee) Bond
No.UTO719. g gg ..

It is understood that this Designation of Agent doesnot relieve the Unit Operator of
responsibility for compliance with the terms of the unit agreement and the oil and gas
operating regulations. It is also understood that this Designation of Agent doesnot
constitute an assignment of any interest under the unit agreement or any lease committed
hereto.

In case of default on the part of the designatedagent, the Unit Operator will make
fulland prompt compliance with all regulations, leaseterms, or orders of the Secretaryof the
Interior or hisdulyauthorized representative.

The Unit Operator agrees promptly to notify the Authorized Officer of any change
in the designatedagent.

This Designation of Agent is deemed to be temporary and in no manner a
permanent arrangement, and a designatedagent may designateanother party as



e e
H-3180 -1- UNITIZATION (EXPLORATORY)

Thisdesignationis given only to enable the agent hereindesignatedto drillthe above
specified well. It isunderstood that this Designation of Agent islimitedto the field
operations performed while drillingand completing the specified authorization of the Unit
Operator. The designationin no way will serve as authorization for the agent to conduct
fieldoperations for the specified well after it hasbeencompleted for production. Unless
sooner appropriate office of the Bureau of Land Management all reports and a Well
Application for Permit to Drill for the specified well.

In the event the above specified well is completed as a non-paying unit well, the
authority for the designatedagent to operate this well shall beestablished by completion of
the Delegation of Authority to Operate Non-paying Unit Wellformand submittal of the
form to the appropriate office of the Authorized Officer.

By:

Gary E. Conrad
Title: Pressant

MAR1 5



04- Dominion ST 24-2
Casing Schematic

Surface
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4-1/2" Production
MW 8.6 9000.
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Well name: 04-gDominion ST 24-2
Operator: Dominion E & P
String type: Production Project lo:

43-047-32870
Location: Uintah Co.

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 135 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 312 ft

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 2,234 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 4,357 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 5000 4.5 11.60 J-55 LT&C 5000 5000 3.875 115.9

Run Collapse Collapso Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) F (psi) (psi) Fac (Kips) (Kips) F
1 2234 4960 .22 2234 5350 .40 58 162 .79 J

Prepared R.A.McKee Date: April 30,2001
by: Utah Dept. of Natural Resources Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 5000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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Well name: 04-| Dominion ST 24-2
operator: Dominion E & P
String type: Surface Project ID:

43-047-32870
Location: UintahCo.

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 185 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 134 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 263 ft Next setting BHP: 2,234 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure 300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 300 9.625 36.00 J-55 ST&C g0 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
i 130 2020 15.57 134 3520 26.27 11 394 36.49 J

Prepared R.A.McKee Date: April 30,2001 69

by: Utah Dept. of Natural Resources Salt Lake City, Utah hos

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 300 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



Well name: 04-04 Dominion ST 24-2
Operator: Dominion E & P
String type: Surface Project ID:

43-047-32870
Location: Uintah Co.

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 185 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 134 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 262 ft Next setting BHP: 2,234 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure 300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 300 8.625 24.00 J-55 ST&C 300 300 7.972 14.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) F (Kips) (Kips) F
1 130 1370 134 2950 22.01 7 244 33.89 J

Prepared R.A.McKee Date: April 30,2001
by: Utah Dept. of Natural Resources Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.
Collapse is based on a vertical depth of 300 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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State of Utah

On-Site Evaluation
Division of Oil, Gas and Mining

OPERATOR: Lone Mountain Production Company

WELL NAME & NUMBER: H.R. State S 24-2

API NUMBER: 43-047-32870

LEASE: ML - 42215 FIELD/UNIT: Undesignated (002)
/3/7 /776

LOCATION: 1/4,1/4 SE SW Sec:_2_ TWP: 12S RNG: 23E €EO FSL EFŒŒ FWL
LEGAL WELL SITING: 460F SEC. LINE; 460F 1/4,1/4 LINE; 920F ANOTHER WELL.

GPS COORD (°UTM): 644447 E & 4406618 N

SURFACE GWNER: State Of Utah

PARTICIPANTS:
Mike Hebertson CDOGM), & Bill Ryan (Agent for Lone Mountain)

REGIONAL/LOCAL SETTING & TOPOGRAPHY:
Tavaputs Plateau, Northwest of the Roan Cliffs about 20 miles and

South of the White River about 10 miles. The entire area drains North
to the White River along the West Fork of Aschalt Wash which lies
about 1\2 mile to the East. The surface is dominated by hills and
canyon features that slope gently to the North with moderate to deeply
incised canyon bottoms cut by the maior streams draining toward the
White River. Oil Field Roads bisect section 2 and several ieep trails
already exist in the section. This location is on the West side of the
most Westerly ieep trail in section 2. The ieep trail will be upgraded
and used as the access raod.

SURFACE USE PLAN:

CURRENT SURFACE USE: Wildlife Habitat, and Winter Sheen Range

PROPOSED SURFACE DISTURBANCE: A drill pad and access road comprising
Approximately 2.5 acres. Including pits and spoil piles.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: Two Wasatch gas
wells are located to the East Southeast of this location.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Pipelines are
proposed to follow existing roads and facilities for production will
be placed on



SOURCE OF CONSTRUCTION MATERIAL: No materials will be transported to
this site and all other cuts and fills will be of natural materials
incident to the building of the well pad.

ANCILLARY FACILITIES: None

WASTE MANAGEMENT PLAN:
the plan filed with the APD has adequate provisions made for the
handling of waste materials.

ENVIRONMENTAL PARAMETERS:

AFFECTED FLOOD PLAINS AND/OR WETLANDS: None noted

FLORA/FAUNA: Deer, Bear, Cougar, Bobcat, Elk, Pinon Juniper, Sage
Bitter Brush, Greasewood, other indigenous plants and animals common
to Western high plateau localities.

SOIL TYPE AND CHARACTERISTICS: Sandy clay light tan to buff in color.
This is a deflation surface and most of the top soils have been blown
away leaving broken rocks and gravels of the Uinta formation.

SURFACE FORMATION & CHARACTERISTICS: The surface is the Eocene age
Uinta Formation, comprised mainly of mudstone and marlstone its
similarity to the Duchesne River make the two almost identical.

EROSION/SEDIMENTATION/STABILITY: There is no Erosion, Sedimentation,
or Stability problems with this site

PALEONTOLOGICAL POTENTIAL: None Noted

RESERVE PIT:

CHARACTERISTICS: 180 X 50 X 10' outboard of the location with a 20 X
20 X 10' deep flare pit attached to the reserve vit.

LINER REQUIREMENTS (Site Ranking Form attached): No liner will be
required unless the pit is blasted in order to achieve the desired
depth.

SURFACE RESTORATION/RECLAMATION PLAN:
A restoration plan was submitted as part of the APD along with seed
mixtures and amounts Der acre. Mr Ryan was informed that the State
preferred to stipulate this reguirement at the time of abandonment.

SURFACE AGREEMENT: This agreement is vart of the Lease from the State of
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CULTURAL REROURCER/ARCHAEOLOGY: completed and filed prior to the Pre-site

OTHER OBSERVATIONS/COMMENTS:
This APD is actually being submitted for White River Corporation,
however the Unit operator is Rosewood, and Lone Mountain is filing
because White River has no operating Bonds. This area is included as
part of an EA that is currently being conducted by the BLM.

ATTACHMENTS:

Photos

K. Michael Hebertson July 15, 1998 1:30 PM
DOGM REPRESENTATIVE
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Evaluation Ranking Criteria and Ranking Score
For Reserve and Onsite Pit Liner Require:ments

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20

Distance to Nearest Municipal Well (feet)
>5280 0
1320 to 5280 5
500 to 1320 10
<500 15

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 10

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 15
TDS >10000 or Oil Base 20
Mud Fluid containing high
levels of hazardous constituents 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 3

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15

Final Score (Level III Sensitivity)
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DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

Operator Name: Lone Mountain Production Company

Name & Number: H.R. State S 24-2

API Number: 43-047-32870

Location: 1/4,1/4 SE SW Sec. _2_ T. 12S R. 23E COUNTY: UINTAH

Geology/Ground Water:

This Permit calls for 300' of 95/8 36# casing. To date drilling in the
area has not encountered any water at or near the surface. The closest
known well is over two miles to the North. There are no points of
diversion within 5280 feet of this location. The casing program for this
well is consistent with the historic data in this area and should be
sufficient to cover any zones of interest.

Reviewer: K. Michael Hebertson Date: 20-July-1998

Surface:

The location has been staked on a flat bench and poses little in the way
of stability problems. The BLM has not been lining the reserve pits in
this area unless it is necessary to blast in order to achieve the desired
depth. The surface was remarkably barren of any signs of animal activity
at all. At the time that the pre-site was scheduled personnel from SITLA
and DWR were contacted and invited to attend, however there was no
response from either of these invitations and those agencies did not
aopear at the designated place or time. Mr Ryan was asked about the
restoration plan and he indicated that it was included as a way to
stabilize the location until the time of abandonment, and was not meant to
be the final abandonment reclamation for the site. He included the seed
mixtures and amounts currently used bv the BLM as an acceptable standard
for the area. This intermediate reclamation will be done at the time the
well is olaced on production.

Reviewer: K. Michael Hebertson Date: 20-Julv-1998

Conditions of Approval/Application for Permit to Drill:
1. A berm will be olaced at the toe of the fill slope to catch runoff.
2. A liner will be used in the oit if it is blasted.
3. Soil stock viles will be reseed at the time the well is placed on

Production.
4. The two track Jeep trail leading south of the location will be ripped

and made
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UTAH DÎVISION OF WATER RIGHTS
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State of Utah
Division of Oil Gas and Mining
1594 West North Temple
Suite 1210
PO Box 145801
SaltLake City, UT 84114-5801
Atta: Mike Hebertson DEC07 1998
December 1, 1998 OFOIL,GAS&

DearMike

Please findattached threeplats and new application cover sheets along with page number
one of the 10point plan and page 5 of the 13point plan.

As we discussed when you were in Vernal for the on sites with Lone Mountain. I found I
had submitted the wrong plats with the APD for the HR State S 24-2. The plats we used
for the onsite were for the location in the center of the quarter/quarter. The location we
looked at was in the north half of the quarter/quarter.

I'm sorry for any inconvenience this may impose on your office.

If you require additionalinformationplease feel free to give me a call.

Bill Ryan
Rocky Mountain Consulting



FormOGC-3 SUBMITINTRIPLICATE

-4 i STATEOF UTAH
DEPARTMENTOF NATURAL RESOURCES 5. LEASEDESIGNATION ANDSERIALNO.

DIVISIONOF OIL,GAS, ANDMINING ML-42215
APPLICATIONFOR PERMITTO DRILL,DEEPEN, OR PLUG BACK6. IFINDIAN,ALLOTTEEORTRIBENAME

ia TYPEOF WORK

DRILL DEEPEN PLUG BACK 7. UNITAGREEMENTNAME
BTYPEOF WELL

W W OTHER

S 8. FARMOR LEASENAME

2. Name of Operator 9. WELLNO.
L . H.R. states 24-2

3. Address of Operator 10. FIELDOR LEASENAME
7

4. Location of Well(Reportlocation cleadyand in accordance withany State requirement) 11. Sec., T., R., M., OR BLK
Atsurface 1775' FWL, 131T FSL SEISW AND SURVEY OR AREA
Atproposed prod.Zone Sec. 2, T12S, R23E

14. DISTANCEINMILESANDDIRECTIONFROMNEARESTTOWNOR POST OFFICE* 12. COUNTYOR PARISH 13. STATE

Uintah Utah
15. Distance trom proposed location to neatest 16. NU. OF ACHEN IN LEAUt 17. NU. Ut• AUNb5 ANUIGNku
Property or lease Ilne it. TO THIS WELL
(Alsotonearest drig.Unitline,if any) 660' 631.34 40
16. DISTANCEFROMPROPOSEDLOCATION* 19. PROPOSEDDEPTH 20. ROTARY OR CABLETOOLS
TO NEAREST WELL,DRILUNGCOMPLETED.
OR APPLIEDFOR,ON THISLEASE,FT 2800' 5000' Rotary
21. ELEVATiON(SHOWWHETHER DF.RT,GR, e1c.) 22.APPROX.DATEWORK WILLSTART

6014' Sept. 1, 1998
23

PROPOSED CASINGANDCE NT PROGRAM
SI2E OF HOLE $12EOF ING WEIGHT PER FOOT SETTi EPTH QUANTITYOF CEMENT

12 1/4 9 36 3 0 To Šur#ace
7 7/8 4 1/2 11.6 .D. Cement top to cover

the oli shale

Operator requests pe ission to rill the subject well. LA4
Please see the attached Poin and 13 Point Surface Use Plane. R Hob 6

If youa require additional info on please contact:

350 S., 800 E.
Vernal,Utah DECU 1998435-789-0968

DIV.0FOIL,GAS&MININGINABOVESPACEDESCRIBE PROPOSED PROGRAM:If proposed todeepen or plugback,givedata on poposed pmductivezone and proposed new
produclive zone. Ifproposalis to drill or deepen directional, givepe nt data on subsurface location and measure and tmeverticaldepths. Give
blowoutpreventer prgram, if any.

SIGNATURE William Ryan TITLE AgOnt DATE Dec. 1, 1998
\ IIlisuþuuulultedudi al aldte Ulliceuse)

PERMIT NO. APPROVALDATE

APPROVEDBY TITLE . DATE
CONDITIONSOF APPROVAL,IF ANY

*See Instructions on Reverse Side
Title18 U.S. C, Section 1001, makes ita crimeforany person knowinglyand willfullytomake toany departmentor agency of the
UnitedStates any false, fictitious or fraudulent statements or mpresentationsas to any matterwithinits
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Ten Point Plan

Lone Mountain Production Company

H.R. State S 24-2

Surface Location SE 1/4, SW 1/4, Section 2, T. 12 S., R. 23 E.

1. Surface Formation:

Green River

2. Estimated Formation Tops and Datum:

Formation Depth Datum
Green River Surfàce +6,014' G.L.
Oil Shale 614 +5,400
Wasatch 2,714 +3,300
Mesaverda formation 4,339 +1,675
T.D. 5,000 +1,014

3. Producing Formation Depth:

Formation objective includes the Wasatch and its sub-members.

Off Set Well Information:

Off set well: None
DEC01 1998

4. Proposed Casing:
OfV.OFOIL,GAS&MININGHole CasingGrade Setting Casing

Size _S_iizeWeight/Ft. & Tread Depth New/Used
11 8 5/8 24 J-55/STC 300 New
7 7/8 4 1/2 11.6 J-55/LTC T.D.
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Cement Program:

Casing Cement Cement Cement Cement
Lize Type Amount Yield Weight

8 5/8 Class "G" 200 sks. +/- 1.18 cu. ft./sk. 15.6 lbs./gal.
2% Calcium
1/4 #/sk. Cello Flake

4 ½ Lead.
Class "G" 200 sks. +/- 3.90 cu. ft./sk. 11.0 lbs./gal.
3% salt
16% gel (Bentonite)
10# Gilsonite
.4 lbs./sk. FL 25

Tail
Class "G" 500 sks. +/- 1.53 cu. ft./sk. 14.8 lbs./gal.
10% salt
10% Gypsum
2%WRl4
.4 lbs/sk FL-25

5. BOP and Pressure Containment Data:

The anticipated bottom hole pressure will be less than 3000 psi.

A 3000-psi WP BOP system as described in the BOP and Pressure Containment Data (attached)
will be installed and maintained from the 8 5/8" surface casing. The BOP system including the
casing will be pressure tested to the minimum standards set forth in "On Shore Order #2". The
BOP will be mechanically checked daily during the drilling operation.

6. Mud Program:

Mud weight Viscosity Fluid Loss
Interval lbs./gal. Sec./Qt. Ml/30 Mins. Mud Type

0-300 Air/Clear Water ---- No Control Water/Gel
300-2500 Clear Water ---- No Control Water/Gel
2500-T.D. 8.4-8.6 30 8-10 Water/Gel

7. Auxiliary Equipment:

Upper Kelly cock, full opening stabbing valve, 2 1/2" choke manifold and pit level
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8. Testing, Coring, Sampling and Logging:

a) Test: None are anticipated.

b) Coring: There is the possibility of sidewall coring.

c) Sampling: Every 10' from 2000' to T.D.

d) Logging: Type Interval
DLL/SFL W/GR and SP T.D. to Surf. Csg
FDC/CNL W/GR and CAL T.D. to Surf. Csg

9. Abnormalities (including sour gas):

No abnormal pressures, temperatures or other hazards are anticipated. Oil and gas shows are
anticipated in the Wasatch Formation. Other wells drilled in the area have not encountered over
pressured zones or H2S.

10. Drilling Schedule:

The anticipated starting date is September 1, 1998. Duration of operations expected to be 30
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LONE MOUNTAIN PRODUCTION COMPANY

13 POINT SURFACE USE PLAN

FOR WELL

HANGING ROCK S 24-2

HANGING ROCK UNIT

LOCATED IN

SE 1/4, SW 1/4

SECTION 2, T. 12 S., R. 23 E., U.S.B.&M.

UINTAH COUNTY, UTAH

LEASE NUMBER: UT ML-42215

SURFACE OWNERSHIP: STATE OF
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1. Existing Roads

To reach the Lone Mountain C) Running surface 18 Ft.
Production Co. well H.R. State S 22-2, D) Surfacing material Native soil
in Section 2, T 12 S, R 23 E, from E) Maximum grade 5%
Bonanza, Utah: F) Fence crossing None

G) Culvert None
Starting in Bonanza, Utah. H) Turnouts None

I) Major cuts and fills None
Proceed south on thepaved road for 4 J) Road flagged Yes
miles. K)Access road surface ownership
Turn south (left) on the Book Cliffs road State of Utah
(dirt road). Proceed south 3.9 miles to L) All new construction on lease
the Greeks Corrals. No

M) Pipe line crossing None
Turn west (right) at the fork in the road.
Proceed 8.3 miles to the Asphalt Wash Please see the attached location plat for
sign. additional details.

Stay to the south (left) of the sign. No right of way will be required. All
Proceed .7 miles to the Rainbow sign. surface disturbance for the road and

location will be within the Unit and
Stay to the west (right) of the sign. This within the leaseboundary.
is also called the Kings Wells road.
Proceed 9.2 miles. The proposed access 3. Location of existing wells
road will start at this point.

The following wells are located within a
All existing roads to the proposed one mile radius of the location site.
location are State or County Class D
roads. A) Producing well HR Fed. 11-6

Sec. 11, T12S, R23E
Please see the attached map for B) Water well None
additional details. C) Abandoned well None

D) Temp. abandoned well None
2. Planned access road E) Disposal well None

F) Drilling/Permitted well
The proposed location will require HR Fed. 1-4
approximately 1000 feet of new road Sec. 1, T12S, R23E
construction. HR State S 44-2

Sec. 2, T12S,R23E
The road will be built to the following HR State S 42-2
standards: Sec. 2, T12S, R23E

HR State S 22-2
A) Approximate length 1000 Ft. Sec. 2, T12S. R23E
B) Right of Way width 30 Ft. G) Shut in wells
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H) Injection well None A proposed line from the HR 3-11 to
I) Monitoring or observation well the HR 1-4 will pass within 800' of the

None proposed location.

Please see the attached map for Approximately 800' of 2"or 4"
additional details. gathering line would be constructed

on State of Utah lands. The line
4. Location of tank batteries, production would tie into the proposed line.
facilities, and production gathering
service lines.

Please see the attached location
All production facilities are to be diagrams for pipe line location. There
contained within the proposed location will be no additional surface
site. Please see the attached plat plan for disturbances required for the installation
a typicalgas well separator installation of a gathering line.
and well site piping.

The gas meter run will be located within
All permanent (on site for more than six 500' of the well head. The gas line will
months or longer) structures constructed be buried or anchored down from the
or installed will be painted a Juniper well head to the meter. Meter runs will
Green color. Facilities required to be housed and/or fenced.
comply with O.S.H.A. (Occupational
Safety and Health Act) will be excluded. The gas meter will be calibrated and the
The required paint color is Juniper tank strapped in place prior to any
Green. deliveries. Tests for meter accuracy will

be conducted monthly for the first three
All tanks will be surrounded by a dike of months on new meter installations and at
sufficient capacity to contain the storage least quarterly thereafter. The
capacity of the largest tank in the authorized officer will be provided with
battery. The integrity of the dike will be a date and time for the initial meter
maintained. calibration and all future meter proving

schedule. A copy of the meter
The operator will adhere to all site calibration report will be submitted to
security guidelines and regulations the BLM's Vernal District office and
identified in 43 efr 3126.7. State of Utah, Division of Oil, Gas,

and Mining. All measurement facilities
All off lease storage, off lease will conform to API (American
measurement, commingling on lease or Petroleum Institute) and AGA
off lease, of production, will have prior (American Gas Association) standards
written approval from the authorized for gas and liquid hydrocarbon
officer. measurement.

If the well is capable of economic
production a surface gas line will be
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5. Location and type of water supply flammable materials such as
cuttings, salt, drilling fluids,

Water for drilling and cementing the chemicals, produced fluids, etc.
subject well will be hauled by truck from
Rosewoods water station in Section 13, B) Produced fluids:
TllS, R23E. A second locationmay be
used. It would be Evacuation Creek Produced water will be confined to
permit # 49-1595. The Evacuation the reserve pit, or if deemed
Creek distribution point is in Section 7, necessary, a storage tank for a period
T11S, R25E. Water for completion will not to exceed 90 days after initial
come from the same supply or Vernal production. During the 90 day
City. period an application for approval

for a permanent disposal method and
6. Source of construction materials location will be submitted to the

authorized officer.
All construction material for this
location site and access road shall be C) Garbage:
borrow material accumulated during
construction of the location site and A trash cage fabricated from
access road. Additional road gravels or expanded metal will be used to hold
pit lining material will be obtained from trash on location and will be
private sources. removed to an authorized land fill

location.
7. Methods for handling waste disposal

D) Sewage:
A) Pit construction and liners:

A portable chemical toilet will be
The reserve pit will be supplied for human waste.
approximately 10 ft. deep and most
of the depth shall be below the E) Site clean-up:
surface of the existing ground.
Please see the attached plat for After the rig is moved off the
details. location the well site area will be

cleaned and all refuse removed.
The reserve pit will not be lined
unless the pit is blasted or soil 8. Ancillary facilities
conditions would warrant a pit
liner. There are no ancillary facilities planned

at this time and none are foreseen for the
The reserve pit will not be used to future.
store water for drilling. A semi-
closed system will be used to drill 9. Well-site layout
the well. All fresh water for drilling
will come from a frac tank placed on Location dimensions are as follow:
location and from the rig tank. The
pit will be used to hold non- A) Pad length 325
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B) Pad width 155 ft.
C) Pit depth 10 ft. 10. Plans for restoration of the surface
D) Pit length 180 ft.
E) Pit width 50 ft. Prior to construction of the location, the
F) Max cut 6.3 ft. top 6 inches of soil material will be
G) Max fill 8.2 ft. stripped off the location and the pit area.
H) Total cut yds. 9,460 cu. yds. The topsoilremoved and piled will
I) Pit location east side amount to approximately 1,000 cubic
J) Top soil location north & yards of material. Topsoil will be

south end stockpiled in one distinct pile.
K) Access road location Placement of the topsoilis noted on the

north end attached location plat. The topsoil pile
L) Flare pit corner B from the location will be seeded as

soon as the soil is stock piled with the
Please see the attached location diagram seed mix listed. When all drilling and
for additional details. completion activities have been

completed and the pit back-filled the
All pits will be fenced according to the topsoil from the pit area will be spread
following minimum standards: on the pit area. The pit area will be

seeded when the soil has been spread.
A) Thirty nine inch net wire shall be The unused portion of the location (the

used with at least one strand of wire area outside the dead men.) will be
on top of the net wire. Barbed wire recontoured
is not necessary if pipe or some type
of reinforcement rod is attached to The dirt contractor will be provided with
the top of the entire fence. an approved copy of the surface use plan

prior to construction activities.
B) The net wire shall be no more than 2

inches above the ground. The Changes to the drainage during the
barbed wire shall be 3 inches above construction activities shall be restored
the net wire. Total height of the to its original line of flow or as near as
fenceshall be at least 42 inches. possible when the pit is back-filled

C) Corner posts shall be cemented All disturbed areas will be recontoured
and/or braced in such a manner to to the approximate natural contours.
keep the fence tight at all times. Prior to back filling the pit the fences

around the reserve pit will be removed.
D) Standard steel, wood or pipe posts

shall be used between the corner The reserve pit will be reclaimed within
braces. Maximum distance between 90 days of well completion. If the
any two posts shall be no greater reserve pit has not dried sufficiently to
than 16 ft. allow back filling, an extension on the

time requirement for back filling the pit
E) All wire shall be stretched by using a will be requested. Once reclamation

stretching device beforeit is attached activities have begun, they shall be
to the corner posts. completed within 30 days.
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After the reserve pit has beenreclaimed, 12. Other information
no depressions in the soil covering the
reserve pit will be allowed. The A) Vegetation:
objective is to keep seasonal rain fall and
run off from seeping into the soil used to The vegetation coverage is slight.
cover the reserve pit. Diversion ditches The majority of the existing
and water bars will be used to divert run vegetation consists of sage brush.
off as needed. Rabbit brush, bitter brush and Indian

rice grass are also found on the
When restoration activities have been location.
completed, the location site and new
access road cuts and shoulders shall be B) Dwellings:
reseeded. Prior to reseeding, all
disturbed areas will be scarified and left There are no dwellings or other
with a rough surface. facilities within a one mile radius of

the location.
A) Seedingdates:

C) Archeology:
Seed will be spread when the top soil
is stock piled and when reclamation The location has not been surveyed.
work is performed. A copy of that survey will be

forwarded to your office.
The seed mix and quantity list will
be used whether the seed is If, during operations, any
broadcast or drilled. archaeological or historical sites, or

any objects of antiquity (subject to
B) Seed Mix the antiquities act of June 8, 1906)

are discovered, all operations which
Four wing salt brush 4#lacre would effect such sites will be
Shad scale 3#/acre suspended and the discovery
Needle & thread grass 3#/acre reported promptly to the surface
Western wheat grass 2#/acre management agency.

D) Water:
At such time as the well is plugged and
abandoned the operator will submit a The nearest water is the Green River
surface reclamation plan to the surface located 4 miles to the north.
management agency for prescribed seed
mixture and reseeding requirements. E) Chemicals:

11. Surface ownership: No pesticides, herbicides or other
possible hazardous chemicals will be

Access road State of Utah used without prior application.
Location State of Utah
Pipe line State of
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F) Notification: 13. Lessees or Operator's representative
and certification

a) Location construction
At least forty eight (48) hours A) Representative
prior to construction of location
and access roads William A. Ryan

b) Location completion
Prior to moving on the drilling Rocky Mountain Consulting
rig. 350 South 800 East

c) Spud notice Vernal, Utah 84078
At least twenty-four (24) hours
prior to spudding the well. Office 435-789-0968

d) Casing string and cementing Fax 435-789-0970
At least twenty-four(24) hours Cellular 435-828-0968
prior to running casing and
cementing all casing strings. All lease and/or unit operations will

e) BOP and related equipment be conducted in such a manner that
tests full compliance is made with all

At least twenty-four (24) hours applicable laws,regulations, onshore
prior to initial pressure tests. oil and gas orders, the applicable

f) First production notice laws, regulations, and any applicable
Within five (5) business days notices to lessees. The operator is
after the new well begins, or fully responsible for the actions of
production resumes after well has his subcontractors. A copy of these
been off production for more than conditions will be furnished to the
ninety 90 days. field representative to ensure

compliance.
H) Flare pit:

The flare pit will be located in corner This drilling permit will be valid for
B of the reserve pit out side the pit a period of one year from the date of
fence and 100 feet from the bore approval. After permit termination,
hole on the east side of the location. a new application will be filed for
All fluids will be removed from the approval for any future operations.
pit within 48 hours of
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B) Certification

I hereby certify that I, or persons
under my direct supervision, have
inspected the proposed drill-site and
access route, that I am familiar with
the conditions which presently exist,
that the statements made in this plan
are, to the best of my knowledge and
belief, true and correct, and that the
work associated with the operation
proposed herein will be performed
by Lone Mountain Production
Company and its contractors and
subcontractors in conformity with
thisplan and terms and conditions
with this plan and the termsand
conditions under which it is
approved.

Date

William A. Ryan, Ag nt
Rocky Mountain Consulting

Onsite
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Statement of use of Hazardous Material

No chemical(s) from the EPA's Consolidated listof Chemicals subject to Reporting under
Title III of the Superfund Amendments and Reauthorization, Act (SARA) of 1986.
Will be used, produced, transported, stored, disposed, or associated with theproposed

action, No extremely hazardous substances, as defmed in 40 efr 355, will be used,
produced, stored, transported, disposed,or associated with the proposed action.

If you require additional information please contact:

William A Ryan
Agent for Lone Mountain Production Company
Rocky Mountain Consulting
350 S. 800 E.
Vernal Utah, 84078

Telephone
(435) 789-0968 office
(435) 828-0968 cellular
(435) 789-0970
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LONE MOUNTAIN PRODUCTION
LOCATlON LAYOUT FOR

HANGING ROCK STATE S #24-2
SECTION 2, T12S, R23E, S.L.B.&M.

1317' FSL 1775' FWL

C-8.6'------" C-9.2· C- J.4

SDCAALE
6 1

-908

E 2 E/. 17.4

Sto. J+25
Drawn By D.COX

'Round Corners
FLARE P/T As Needed

Approx.
Construct Top o
Diversion Ditch Cut Slope

.' TS.

8.16.5' Illll!
E/. 20 9 C-2.5

...-

PII E RACKS

C-2.2', L
E/. 16.2 o E/. 14.5

35'
DOG HOUSE

120' Sto. 1+50
F- J.1
B. 10.9'

I I PUMP

MUD SHED TOILET
Approx.
Toe of

HOPPER '' Fill Slope
POWER

TOOLS
STORAGE

FUEL TANK

l7. 20.J 60
b F-0.V

Û- ÍÛ. 8. 111'
(btm. pit) I Sto. 0+00

B. S. 8C-1.6
8. 15.6 Proposed Access

Rood

Dev. Ungraded Ground at Location | Stoke = 6014.5'
Bev. Graded Ground at Location Stake = 6014.0' UINTAH ENGINEERING & LAND SURvEYING

85 So. 200 East * Vernal, UtaA 84078 * (435)
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LONE MOUNTAIN PRODUCTION

TYPICAL CROSS SECTIONSFOR
×-section HANGING ROCK STATE S #24-2

scale SECTION 2, T12S, R23E, S.L.B.&M.

1" =
50, 1317' FSL 1775' FWL

DATE: 6-15-98 r ·...•'

Drawn By: D.cox ST
35' 120 ggg¡tt

I i

STA. J+25

10' 50' 35' 120'

50' 35' 120'
10

Slope= 1 1/2: 1
Einished Grade (Typ. except pit)

CUT

STA. 0+50
III

95' 120'

STA. 0+00

APPROXIMATE YARDAGES
EXCESS MATERIALAFTER
5% COMPACTION = 6,600 Cu. Yds.

(6") Topsoil Stripping = 1,100 Cu. Yds.
Topsoil & Pit Backfill = 2,J60 Cu. Yds.

Remaining Location = 8,360 Cu. Yds. (1/2 Pit Vol.)

EXCESS UNBALANCE = 4,240 Cu.Yds.
TOTAL CUT = 9,460 CU.YDS. (After Rehabilitation)

FILL = 2,720 CU.YDS- UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 East * Vernal. Utah 84078 * (435)
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I ROPOSED LOCATION:
HANGING ROCK STATE S #24-2

LEGEND: LONE MOUNTAIN PRODUCTION
O PROPOSED LOCATION N IIANGING ROCK STATE S #24-2

SECTION 2, T12E, R23E, S.L.B.&M.
1317' FSL 1775' FWL

E Uintah Engineering & Land Surveying TOPOGR A PH I C g 2 gg
85 South 2OO East Vernal, Utah 84078 M A P DAY YEAR(435) 789-1017 * FAX (435) 789-1813

SCALE:1:100,000 DRAWNBY:D.COX.



PROPOSED LOCATION:

LEGEND: LONE MOUNTAIN PRODUCTION
- - - - - - - - - - PROPOSED ACCESSROs N HANGING ROCK STATE S #24-2

EXISTING ROAD SECTION 2, T12S, R23E, S.L.B.&M.

E I
131T FSL 1775' FWL

Uintah Engineering & Land Surveying TOP 0 GR A PH I C g 2 gg85 South 200 East Vernal, Utah 84078
(435) 789-1017 * FAX (435) 789-1813 .

SCALE:1" = 2000' DRAWNBY:D.COX.REVISED



T11S
12Ë

PROPOSED ROSE GOD
PIPELINE

06/

6498

. ) 59/6
PROPOSED LOCATION:
HANGING ROCK SI4TE S #24-2

APPROXIMATE TOTAL PIPEL[NE DISTANCE = 400' +/-
LEGEND: LONE MOUNTAIN PRODUCTION
- -- - - EXISTINGPIPELUVE N HANGING ROCK STATE S #24-2
- - - - - - PROPOSEDPIPELINE SECTION2,TI2S,R23E,S.L.B.&M.

PROPOSED ACCESS 131T FSL 1775' FWL

E Uintah Engineering & Land Surveying T 0 POGR A PH I C g gg i g85 South 200 East Vernal, Utah 84078 M A P on vm(435) 789-..1017 * FAX (435) 789--1813

SCALE:1"= 100Œ DRWV BY:D.COX SED:00-0MO
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Division of Oil, Gas and Mining
PHONE CONVERSATION DOCUMENTATION FORM

Route originallcopy to:

O Well File Suspense ther
(Return Date)

(Loc.) See Twp Rng .
(To-Initials)

(API No.)

1. Date of Phone Call: Time: O

2. DOGM Employee (name) og ( Initiated Call)
Talked to:

Name i// ( Initiated Call) - Phone No. (Ñ55)ŸŸÊÜŸÁf
of (Company/Organization) A, PNÁ.

3. Topic of Conversation: // úf/)/S , -

4. Highlights of



e 6
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES

00 5 DIVISION OF OIL, GAS ANDMINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

HL-42215

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLÓTTEEÖRTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantlydeepen existingwells below current bottoin-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such ourooses
1. TYPE OF WELL 8. WELL NAME and NUMBER:OIL WELL GAS WELL OTHER: H. R. STATE S 24-2
2. NAME OF OPERATOR: 9. API NUMBER:

DOMINIONEXPLORATION& PRODUCTION,INC. Pending
3. ADDRESŠ OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

16945 NORTHCHASEDRIVE,SUITE 1750 | (281) 873-36.92
4. LOCATION OF WELL

FOOTAGESAT SURFACE: COUNTY:
UIN7AH

QTR/ÓTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

UTAHSE SWSec. 2, T12S, R23E
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ACIDIZE DEEPEN REFERFORATE CURRENTFORMATION
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SiDETRACK TO REPAIRWELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUÒAND ABANDON VENT ÒR FLARE
SUBSEQUENT REPORT CHANGE WELL NAMF PLUb BACK WATER DISPOSAL(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTIÓN (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly show all pertinent details including dates, depths, volumes, etc.

Dominion Exploration & Production, Inc. has assumed operation of this lease from Lone Mountain Production
Company,effective January 1, 2001. Bond coverage is provided by Dominion's nationwide bond #76S 63050'
0330 Dominion's SITLAbond #76S 63050 361.
Field operations will be handled out of Dominion's Roosevelt office. The contact person will be Hitch
Ha11. Dominion wi11 assume responsibility under the terms and conditions of this lease for the operations
conductedupon lease lands.
Water Supply: water will be hauled from Sec. 9, TBS,R20E; Permit #43-10447.Alternative source is
permit #49-11651.

RECEIVED
APR23 2001
DIVISION OF

OIL, GAS AND MINING

NAME(PLEASEPRINT)ÜiannE10WBTS TITLE NgüläÉOry Specialist

SIGNATURE DATË 04/20/2001

(This épace for State use only)

(5\2000) (See Instructions on Reverse
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LONE MOUNTAIN PRODUCTION COMPANY

Mailing Address: (406) 245-5077 Shipping Address:
P.O. Box 3394 FAX 248-6321 100 North 27th Street

Billings, MT 59103-3394 Suite 650
Billings, MT 59101

April 20, 2001

State of Utah
Division of Oil, Gas& Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, Utah 84114-580l

Attn: Leisha Cordova

RE: RESIGNATION OF OPERATOR
VARIOUS WELLS
UINTAH COUNTY, UTAH

Dear Leisha:

Please be advised Lone Mountain Production Company resigns as Operator of the attached list of wells in
the referenced county, effective January 1, 2001.

All future correspondence should be directed to Diann Flowers, Dominion Exploration & Production
inc.,l6945 Northchase Drive, Suite 1750, Houston, Texas 77060.

Should you have any questions or need further information, please contact our office at the letterhead address
or phone number.

Sincerely,

LONE MOUNTAIN PRODUCTION COMPANY

Ja e G. Routson
President



O O
RESIGNATION OF OPERATOR

LONE MOUlÝI'AIN PRODUCTION COMPANY
UINTAH COUNTY, UTAH

Well Name API No.

State M 44-2 Pending
H. R. State S-24-2 Pending
State M 23-2 Pending
H. R. State S 44-2 43-047-33130
State L 23-16 43-047-33251
Federal N 31-21 43-047-33167

ee
ra 1-



Dominion Exploration & Production, Inc.
Four Greenspoint Plaza
16945 Northchase Drive, Suite 1750, Houston, TX 77060-2133

May 17, 2001

Utah Board of Oil, Gasand Mining
1594 West North Temple, Suite 1210
Salt Lake City, Utah 84114-5801

Attention: Lisha Cordova

RE: H. R. State S 24-2

Per your request, I have enclosed a new APD cover page for the subject well. Also
included is an exception request for the siting of this well. Dominion Exploration &
Production, Inc. respectfully requests confidentiality for all data submitted.

If you have any questions or require additional information, please contact me at (281)
873-3692.

Sincerely,

Dominion Exploration & Production, Inc.

Diann Flowers
Regulatory Specialist

Cc: Bill Bullard
Mitch Hall
Stephan Case
Well File

RECEIVED
MAY2 1 2001
DIVISION OF

OIL GAS AND



STATE OF UTAH FORM 3
DEPARTMENT ÖF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING AMENDED REPORT
(highlightchanges)

5. LEASE DESIGNATIÓN AND SERIAL NUMBER:
APPLICATION FOR PERMIT TO DRILL ML-42215

6. IF INDIAN,ALLOTTËEOR TRIBE NAME:
1A. TYPE ÒF WORK: DRILL REENTER O DEEPEN

7. UNIT or CA AGREEMENT NAME:
B. TYPE OF WELL: OIL GAS OTHEP SINGLE ZONE MULTIPLE ZONE O

2. NAME OF OPERATOR: 8. WELL NAME and NUMBER:

00MINTONEXPl.0/NTION& PRORUCTION(NC, H. R. STATES 24-2
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD AND POOL, ÖR WILDCAT:

16945 HQRTHCHASEDRIVE, SUITE 1750 HOUSTON,TEXAS77060 281) 873-3692 /LAÁs;
4. LOCATION OF WELL (FOOTAGES) 10. QTR/QTR, SECTION, TOWNSHIP, RANGE,

ATSURFACE: sig OL l??5 Fe L Ÿ$4UÎlÑ MERIDIAN:

/////;sE SE SWSec. 2, T12S, R23E
AT PROPOSED PRODUCING ZONE:

13. DISTANCE IN MILES AND DIRFCTIONFRÓM NEAREST TÓWN OR PÓST OFFICE: 11. COUNTY: 12. STATE:

+/- 26.1 miles West of Bonanza UINTAH UTAH
14. DISTANCE TONEAREST PROPERTYOR LEASE LINE (FEET) 15. NUMBERPF ACRES IN LEASE: 16. FUMBER OF ACRES ASSIGNED TO THISWELL:

660' 631.34 40
17. DISTANCE TO NEARESTWELL (DRILLING,COMPLETED, OR 18. PROPOSED DEPTH: 19. BOND DESCRIPTION:APPLIED FOR) ON THIS LEASE (FEET)

2800' 5000' #76S 63050 361
20. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 21. APPROXIMATE DATE WORK WILL START: 22. ESTIMATED DURATION:

-GÐ6¥ (ep/( Ê& JUHE15, 2001 14 DAYS

PROPOSED CASING AND CEMENTING PROGRAM
SIŽE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD, AND SLURRY WEIGHT

12-1/4" 9-5/8", 36#/ft, J-55 +/- 300' 200 sx Class "G"; 1.16 cu ft/sk: 15.82 lbs/ga1
7-7/8" 4-1/2", 11.6#/ft, J-55 5000' 700 sx Class "G"; 1.44 cu ft/sk: 15.23 1bs/gal

24. ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN On Fi leOn File
] EVIDENCEOF DIVISl0N ÖF WATER RIGHTSAPPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE ÓWNER

Sec. 9, T8S, R20E 43-10447

NAME (PLEASE PRINT) DIANNFLOWERS TITLE REGULATORYSPECIALIST

SIGNATURE DATE

(This space for State use only)

DIVISION OFsmooo) se o IL, GAS AND



LONE MOUNTAIN PRODUCTIONTi25, R23E, S.L.B.&M.
Well location, HANGING ROCK STATE S #24--2
located as shown in the SE 1/4 SW 1/4

1922 Of Section 2, T12S, R23E, S.L.B.&M. Uintah
TiiS Nas•51'10"W 2645.16' (Meas.) NB9°51'O/"W 264104' (Meas.) ass cap County Utah.
Ti2S 1922 eress ca, I is22 erass cap| r.«sigh, cedor BASIS OF ELEVATION

Post, Stones

BENCH MARK 87 EAM LOCATED IN THE SW 1/4 OF
LOT 4 LOT J LOT 2 LOT 1 SECTION 1, T12S, R23E, S.L.B.&M. TAKEN FROM THE

ARCHY BENCH SE. QUADRANGLE,UTAH, UINTAH
COUNTY, 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENT
OF THE INTERIOR, GEOLOGlCALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 5887 FEET.

1922 Brass Cap
1922 Brass Cap
Pi/e Of Stones .

1.0' High, Pile o o
Of Stones

HANGlHGROCK STA TE S /24-2 SC A LE

E/ev. Ungraded Ground = 6014' CERTIFICATE
THIS IS TO CERTIFY THAT THE ABOVE PL FROM
FIELD NOTES OF ACTUAL SURVEYS MA (
SUPERVISION AND THAT THE SAME AMy THE
BEST OF MY KNOWLEDGEAND BELI • '•,

25 ing Pii REVISED: 6-15-98 D.COX ••.....•°

Brass <ap N8946'19"W 2677.06' (Meas.) SB9'58'W - 40.07 (G.L.O.) UINTAH ENGINEERING & git NG
1.0' Hij 85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:
LATITUDE =

39°47'56" 1" = 1000' 05-28-98 06-01-98
=

90° SYMBOL LONGITUDE =
109°18'47" PARTY REFERENCES

= PROPOSED WELL HEAD. K.K. J.B. D.COX G.L.O. PLAT
A = SECTION CORNERS LOCATED. WEATHER FILE

WARM LONE MOUNTAIN
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Dominion Exploration & Production, Inc.
Four GreenspointPlaza
16945 Northchase Drive, Suite 1750, Houston, TX 77060-2133

May 17, 2001

Utah Board of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Salt Lake City, Utah 84114-5801

Attention: Lisha Cordova

RE: Rule 649-3-2
Exception to Location & Siting of Well
H. R. State S 24-2

Dominion Exploration & Production, Inc. is requesting exception to Rule 649-3-2 for the
well referenced above due to topographic considerations, major drainage and access
conditions.

The subject well is greater than 920' from an existing well. Dominion Exploration &
Production, Inc. is the only owner within a 460' radius.

If you require additional information please contact me at (281) 873-3692. Thank you
for your attention to this matter.

Respectfully,

Dominion Exploration & Production, Inc.

Diann Flowers
Regulatory Specialist

Cc: Bill Bullard
Mitch Hall
Stephan Case
Well File

RECEIVED
MAY2 1 2001
DIVISION OF

OIL,GAS AND



614 State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt
Governor PO Box 145801

Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

June 12, 2001

Dominion Exploration & Production, Inc.
16945 Northchase Dr, Suite 1750
Houston, TX 77060

Re: Hanging Rock State S 24-2 Well, 1317' FSL, 1775' FWL, SE SW, Sec. 2, T. 12 South,
R. 23 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-32870.

Sincerely,

Jo R. Baza
ssociate Director

er
Enclosures
cc: Uintah County Assessor



O O
Operator: Dominion Exploration & Production, Inc.

Well Name & Number Hanging Rock State S 24-2

API Number: 43-047-32870
Lease: ML 42215

Location: SE SW Sec. 2 T. 12 South R. 23 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers
(please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy



9 * CONRDERL
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES

015 DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
ML-42215

6. IF INDIAN,ALLOTTEE OR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new we!Is, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL O OTHER

8 WELL M nd NUM4BE2

2. NAMEOF OPERATOR: 9. API NUMBER:

Dominion Exploration & Production, Inc. 43-047-32870
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

14000 Quail Springs erry Oklahoma City STATE OK zie73134 (405) 749-1300
4. LOCATION OF WELL

FOOTAGESATSURFACE: 1317' FSL & 1775' FWL COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 2 12S 23E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE O CTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Extension of APD
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Dominion hereby requests a one year extension to the APD for the above referenced well.

Approved by the
Utah Division ca

Oil, Gas and Min

.. o RECEIVED

IS

05N

OF
CIL, GAS AND MINING

NAME (PLEASE PRINT) Carla Christian Sedialist

SIGNATURE DATE 7/23/2002

(This space for State use only)

(5/2000) (See instructions on Reverse



616 Stai of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210
PO Box 145801Michael O. Leavitt

Governor Salt Lake City, Utah 84114-5801

Robert L. Morgan (801) 538-5340 telephone
Executive Director (801) 359-3940 fax
Lowell R Braxton (801) 538-7223 TTY ÀUgUSt I, 2003
Division Director www.nr.utah.gov

Carla Christian
Dominion Expl & Prod. Inc.
14000 QuailSprings
Oklahoma City, OK 73134

Re: APD Rescinded - HR State 24-2 Sec. 2, T.12S, R. 23E Uintah County, Utah
API No. 43-047-32870

Dear Ms. Christian:

The Application for Permit to Drill (APD) for the subject well was approved by
the Division of Oil, Gas and Mining (Division) on June 12, 2001. On July 29, 2002 the
Division granted a one-year APD extension. On August 1, 2003, you requested that the
division rescind the approved APD. No drilling activity at this location has been reported
to the division. Therefore, approval to drill the well is hereby rescinded, effective August
1, 2003

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

Diana Mason
Engineering Technician

ec: Well File
Gil Hunt, Technical Services Manager



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 7/1/2007

FROM: (Old Operator): TO: ( New Operator):
N1095-Dominion Exploration & Production, Inc N2615-XTO Energy Inc

14000 QuailSprings Parkway, Suite 600 810 Houston St
Oklahoma City, OK 73134 Fort Worth, TX 76102

Phone: I (405) 749-1300 Phone: 1 (817) 870-2800

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 8/6/2007
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 8/6/2007
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 8/6/2007
4a. Is the new operator registered in the State of Utah: Business Number: 5655506-0143

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on: n/a
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/27/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/27/2007
3. Bond information entered in RBDMS on: 9/27/2007
4. Fee/State wells attached to bond in RBDMS on: 9/27/2007
5. Injection Projects to new operator in RBDMS on: 9/27/2007
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 9/27/2007
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000138
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 104312762

3b. The FORMER operator has requested a release of liability from their bond on: 1/23/2008
The Division sent response by letter on:

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

XTO (DOMINION) FORM A.xls



STATEOFUTAH FORM9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIÕNANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WEI..L 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL / OTHER

SEE ATTACHED
2. NAMEOFEnPE R: 9. A UE

TACHED
3. ADDRESS OF OPERATOR: 810 Houston Street PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:

ens Fort Worth srxre TX zm76102 (817) 870-2800 Natural Buttes
4. LOCATIONOF WELL

FOÖTAGESATSURFACE: SEE ATTACHED COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDLAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPÓSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective July 1, 2007, XTO Energy Inc. has purchased the wells listed on the attachment from:

Dominion Exploration & Production, Inc.
14000 Quail Springs Parkway, Suite 600
Oklahoma City, OK 73134

James D. Abercrombie
Sr. Vice President, General Manager - Western Business Unit

Please be advised that XTO Energy Inc. is considered to be the operator on the attached list and is responsible
under the terms and conditions of the lease for the operations conducted upon the lease lands. Bond coverage
is provided by Nationwide BLM Bond #104312750 and Deþartment of Natural Resources Bond #104312762.

NAME(PLEASE PRINT Win S. Ryan. Jf. TITLE Sr. Vice President - Land Administration

SIGNATURE DATE 7/31/2007

(This space for State use only)

APPROVED / /L
RECElVED

(5/2000) ÛÎVÎSÎ00Of Oil,GasandMining is DStructionson Reverse Side) Olv,OFOIL,GAS&MINING

FArlene Russell, Engineering





N1095 DOMINIONE and P, INC. to N2615 XTO ENERGY, INC.

api well_nam.e qtgqtr sec
.
twp

.
rng lease num entity Lease well stat

4304731777 STATE4-36E NWNW 36 100S 190E ML-42175 11186 State GW P
4304731784 STATE 12-36E NWSW 36 100$ 190E ML-42175 99998 State GW LA
4304732019 STATE 11-36E NESW 36 100S 190E ML-42175 11232 State GW P
4304732224 STATE 5-36B SWNW 36 090S 190E ML-45173 11363 $tate GW PA
4304732249 STATE9-36B NESE 36 090S 190E ML-45173 11372 $tate GW PA
4304132316 RBU 12-2F NWSW 02 100S 200E ML-10716 99998 State GW LA
4304732404 STATE 2-36E NWNE 36 100S 190E ML-42175 99998 State GW LA
4304732405 STATE9-36E NESE 36 100S 190E ML-42175 99998 State GW LA
4304732845 HR STATES 22-2 SENW 02 120S 230E ML-42215 State GW LA
4304732870 HR STATE S 24-2 $ESW 02 120S 230E ML-42215 State GW LA
4304732940 HR STATE S 42-2 SENE 02 120S 230E ML-42215 13175 State D PA
4304732979 STATE 2-36E NWNE 36 100S 190E ML-42175 12390 State GW P
4304733129 STATE G 22-32 SENW 32 100S 230E ML-47063 State GW LA
4304733130 HR STATE S 44-2 SESE 02 120S 230E ML-42215 State GW LA
4304733169 STATE M 42-2 SENE 02 110S 230E ML-47078 State GW LA
4304733173 STATE M 23-2 NESW 02 110S 230E ML-47078 State GW LA
4304733174 $TATE M 44-2 $ESE 02 110S 230E ML-47078 State GW LA
4304733175 STATE N 31-16 NWNE 16 110S 240E ML-47080 State GW LA
4304733176 STATE Q44-16 SESE 16 120S 210E ML-47085 13134 State D PA
4304733181 STATE 1-36E NENE 36 100S 190E ML-42175 12539 State GW P
4304733738 STATE 1-2D NENE 02 1005 180E ML-26968 State GW LA
4304733740 STATE9-2D NESE 02 100S 180E ML-13215-A State GW LA
4304733837 STATE7-36E $WNE 36 100S 190E ML-42175 13186 $tate GW P
4304734012 CLIFFS 15-21L STVSE 21 110S 250E fŒlE Fee CDY lat
4304734123 ST2tTill5-368 STVSE 36 100S 190E fáL,42175 13784 State Ciur P
4304734124 STATE 9-36E NESE 36 1005 190E ML-42175

. 13760 State GW P
4304734241 STATE 5-36E SWNW 36 100S 190E ML-42175 13753 $tate GW P
4304734284 STACEE13-36E STVSTV 36 100S 190E IdL-42175 13785 State CDUP
4304734285 STATE 6-36E $ENW 36 100S 190E ML-42175 13370 State GW P
4304735089 WHB 8-36E SENE 36 100S 190E ML-42175 14024 $tate GW P
4304735612 WHB 14-36E SESW 36 100S 190E ML-42175 14759 State GW P
4304736292 TVHB12-36E livVSTV 36 100S 190E híL,42175 15116 State (19V P
4304736666 KINGS CANYON 1-32E NENE 32 100S 190E ML-47058 14958 State GW P
4304736667 KINGS CANYON 10-36D NWSE 36 1005 180E ML-047058 14959 State GW P
4304737034 ACP15-2J SNVSE 02 110$ 190E NIL,36213 15178 State (Ivi P
4304737035 10P 10-2J 149V$E 02 110S 190E NIL,36213 16029 State 60N S
4304737036 JUP9-2J ITESE 02 110S 190E NIL-36213 15881 State (19V P
4304737037 AdP8-2J $ETTE 02 110$ 190E háL,36213 15821 State G3N P
4304737038 JUP5-2J SivlivV 02 110S 190E NIL-36213 16043 State D PA
4304737039 10P3-2J FIEFTMT 02 110S 190E NIL-36213 15910 State GNV P
4304737040 AP 2-2J NWNE 02 110S 190E ML-36213 99999 State GW DRL
4304737041 AdP1-21 14E14E 02 110S 190E NIL,36213 15882 State (TYVP
4304737659 EÏ]8-32E SE24E 32 1005 190E PAL-047059 15842 State GNV P
4304737660 EDOSL36D SESE 36 100S 180E 101,047058 99999 State GNV DICL
4304738261 KINGS CYN 2-32E NWNE 32 100S 190E ML-047059 15857 State GW DRL

1


	APD-DRILL
	APD-WORSHEET
	APD-DRILL
	APD-DRILL
	APD-APPROVAL
	OPERATOR-CHG

